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QUESTION: 108
 
How many hot-pluggable power supplies does the single-phase 3U power enclosure support?
 

A.  2
 
B.  4
 
C. 6
 
D. 8
 

Answer: B 

QUESTION: 109
 
What is the maximum number of server blade enclosures that can be connected to a scalable bus
 
bar?
 

A.  2
 
B.  3
 
C. 4
 
D. 5
 

Answer: D 

QUESTION: 110
 
When must the load-balancing cable be installed?
 

A.   when an odd number of power enclosures are installed in a rack 
B.   when one or more power enclosure pairs are installed in a rack 
C. when one power enclosure provides redundant power to the original server blade enclosure 
D. when a three-phase power enclosure is connected to the original server blade enclosure 

Answer: B 

QUESTION: 111
 
Which ProLiant server blade includes the integrated Smart Array 6i controller?
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A.  ProLiant BL20p 
B.  ProLiant BL30p 
C. ProLiant BL35p 
D. ProLiant BL40p 

Answer: A 

QUESTION: 112
 
Which server blade requires the enhanced ProLiant BL p-Class server blade enclosure?
 

A.   ProLiant BL20p G2 
B.   ProLiant BL20p G1 
C. ProLiant BL40p 
D. ProLiant BL30p 

Answer: D 

QUESTION: 113
 
What happens if you disable both the Static IP Bay Configuration and the DHCP options in iLO?
 

A.  The iLO will use a user-defined IP address. 
B. The server blade iLO becomes accessible only through the local I/O port. 
C. The server blade iLO becomes inaccessible and you must reset it back to the factory setting. 
D. You receive an error message that you must use one or the other option. 

Answer: A 

QUESTION: 114 
What is the benefit of integrating HP Systems Insight Manager with HP OpenView Operations 
for Windows? 

A. automated policy-based deployment of heterogeneous operating systems to the HP 
BladeSystem BL p-Class server blades 
B.   automated policy-driven response to heterogeneous operating system, middleware, and 
application-generated events 
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C. correlation of HP hardware status with business service levels 
D. unified management of HP servers running HP-UX, Linux, and Windows operating systems 

Answer: C 

QUESTION: 115 
You connect your laptop to a ProLiant BL20p G3 server blade through the local I/O port. Your 
laptop is configured with the IP address of 192.168.1.2 and the subnet mask of 255.255.255.0. 
You launch Microsoft Internet Explorer and enter http://192.168.1.1, but instead of the iLO web 
interface, you receive he page cannot be found error message. Why? 

A. a firmware upgrade, a remote console session, or XML scripting is in progress through the 
iLO Ethernet port 
B.   the default IP address of the iLO is 192.168.0.1, not 192.168.1.1 
C. the iLO Advanced is not licensed in the HP BladeSystem Integrated Management 
D. the Static IP Bay Configuration option is disabled 

Answer: A 

QUESTION: 116 
Which utility enables you to upgrade the firmware of the management modules on the power and 
server blade enclosures under Windows? 

A.   HP BladeSystem Integrated Management 
B.   HP BladeSystem Setup Wizard 
C. HP ProLiant BL Rack Upgrade Utility 
D. CPQBLRU utility 

Answer: C 

QUESTION: 117 
Your HP BladeSystem infrastructure consists of the enhanced server blade enclosures and several 
ProLiant BL30p server blades. You connect to the iLO of one of the available server blades using 
the iLO Ethernet port. You want to change the Static IP Bay Configuration options, but the 
settings are grayed out and cannot be modified. Why? 
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A.   The server blade iLOs are currently configured to use an external DHCP server. 
B.   The server blade management module detected an IP conflict within the rack, or on the 
management network. 
C. The Static IP Bay Configuration option can only be modified when connected through the 
local I/O port. 
D. You must be connected to the iLO of the server blade in bay 1. 

Answer: D 

QUESTION: 118 
You recently added another enhanced server blade enclosure with ProLiant BL30p server blades 
to your HP BladeSystem infrastructure. When you click the Update button on the HP 
BladeSystem Integrated Management page of the HP SIM, the new server blade enclosure and its 
server blades do not display in the physical view. Why? 

A. the Automatically discover a server blade when its iLO is identified option is disabled 
B.   the iLO port of the new server blade enclosure is not connected to your management network 
C. the new server blade enclosure and server blades are not discovered by HP SIM 
D. the new server blade enclosure and server blades are not licensed in the HP SIM license 
manager 

Answer: C 

QUESTION: 119 
Your customer requires a management application that supports the HP BladeSystem 
infrastructure and uses an extensive policy database to monitor heterogeneous operating systems, 
middleware, and applications. They also need the application to provide automated responses to 
common events. Which HP management application delivers such capability? 

A.   HP BladeSystem Integrated Management 
B.   HP OvenView Operations for Windows 
C. HP ProLiant Essentials Automation Manager 
D. HP ProLiant Essentials Performance Management Pack 

Answer: B 

QUESTION: 120 
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Which iLO web interface tab allows you to manipulate the Static IP Bay Configuration options? 

A.  Remote Console 
B.   Virtual Devices 
C. Administration 
D. BL p-Class 

Answer: D 
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