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D. SNMP communication settings 

Answer: B 

QUESTION: 57 
Before replacing a switch, you should know which nodes will be impacted while the switch is 
out of service. How can you view the attached nodes from iSPI NET? 

A. From the Actions menu, select Show Attached End Nodes.  
B. From theiSPI NET tab, select Show Attached End Nodes.  
C. From the Tools menu, select Show Attached End Nodes.  
D. Select the Open icon for the switch. 

Answer: A 

QUESTION: 58 
NetScout nGenius Performance Manager is provided with NNMi. What is required to activate 
the nGenius integration? 

A. nGenius is installed and integrated automatically when NNMi is installed.  
B. nGenius incidents must be configured in NNMi.  
C. nGenius must be configured to probe the NNMi datastore. 
D. nGenius must be configured to enable NNMi launching from the nGenius console. 

Answer: B 

QUESTION: 59 
Some iSPI NET components are automatically installed with NNMi. The remaining iSPI NET 
diagnostics are included on a separately installed diagnostics server. Assuming there are 
sufficient resources, what are the documented options for installing the iSPI NET diagnostics 
server? (Select three.) 

A. co-install withiSPI for Performance  
B. co-install with Network Automation  
C. co-install withNNMi 
D. co-install with Operations Manager 
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E. co-install with Operations Orchestration 
F. install as a separate (stand-alone) diagnostics server 

Answer: C, E, F 

QUESTION: 60 
In addition to completing the HP NNMi-HP UCMDB Integration Configuration form, you 
must also perform which action to configure the uCMDB integration with NNMi? (Select two.) 

A. On theNNMi server, configure the connection between NNMi and uCMDB. 
B. On theNNMi server, customize the integration. 
C. On theuCMDB server, configure the connection between uCMDB and NNMi.  
D. On theuCMDB server, customize the integration. 

Answer: C, D 

QUESTION: 61 
Which statement describes how Network Automation (NA) inventory is synchronized with 
NNMi topology? 

A. Beginning withNNMi version 8.10, NA inventory is automatically synchronized with 
NNMi topology changes near real-time. 
B. Beginning withNNMi version 8.10, NA inventory is automatically synchronized with 
NNMi topology changes once each day. 
C. Beginning withNNMi version 8.10, you must run nnmimport from the NA root directory to 
synchronize NA inventory with NNMi topology changes. 
D. Beginning withNNMi version 8.10, you must run naexport from the NNMi root directory to 
synchronize NA inventory with NNMi topology changes. 

Answer: C 

QUESTION: 62 

With NNM iSPI for Performance, threshold settings that result in high interface utilization, 

error, or discard rates cause the interface status and any resulting incident to be assigned a 

severity level. Which severity level is assigned by default?
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A. Critical 
B. Major 
C. Minor 
D. Warning 

Answer: A 

QUESTION: 63 
When NNM iSPI for Performance is active, what is indicated when the NNMi Causal Engine 
returns the node status of Warning? 

A. Discard rates are within threshold limits even though error rates are HIGH. 
B. Input error rates are HIGH, but output error rates are within the acceptable threshold range. 
C. Node interfaces are outside one or more threshold boundaries. 
D. Utilization input and output rates are NONE. 

Answer: C 

QUESTION: 64 
AlarmPoint Express is provided with NNMi. Which statements describe how the AlarmPoint 
integration functions? (Select two.) 

A. NNMi sends configured NNMi incident types to AlarmPoint through Java Client. 
B. NNMi sends configured NNMi incident types to AlarmPoint through Web Services. 
C. AlarmPoint uses Java Client to update NNMi with network technician acknowledgements, 
annotations, and priority changes. 
D. AlarmPoint uses Web Services to update NNMi with network technician 
acknowledgements, annotations, and priority changes. 

Answer: A, D 

QUESTION: 65 
What is a benefit of excluding problem devices or address ranges from the DNS name lookup 
functions? 

A. It decreases polling duration. 
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B. It speeds up spiral discovery. 
C. It speeds up incident handling. 
D. It decreases the number of address mappings for configuration. 

Answer: B 
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