
HP0-Y18
HP

ProCurve Secure Mobility Solutions

http://killexams.com/exam-detail/HP0-Y18



QUESTION: 113
 
Which capabilities does ProCurve Mobility Manager (PMM) provide with its site planning tool?
 
(Select two.)
 

A. Automated deployment of radio settings planned with the tool 
B. Heat maps of coverage that are calculated based on signal strength 
C. Predictive heat maps of coverage for both managed and virtual devices 
D. Automatic setup for Adaptive Transmit Power Control (ATPC) and self-healing 

Answer: A, C 

QUESTION: 114
 
How can you use ProCurve Mobility Manager (PMM) to locate a particular wireless station?
 

A. Run a Status History report. 
B. View stations in the Site View tab for a custom group. 
C. View stations in the Wireless Metrics tab for a custom group. 
D. Click the End-nodes folder in ProCurve Manager Plus and find the station. 

Answer: B 

QUESTION: 115 
A user is unable to connect to your wireless network, which is supported by a ProCurve Wireless 
LAN System (Wireless Edge Services Module and Radio Ports). Although the WLAN is configured 
as an open system, it is not displayed in the user's wireless client. Which step should you take first to 
determine whether the problem is on the Wireless LAN System's end or the user's end? 

A. Reboot the Wireless Edge Services Module and see if the problem is resolved. 
B. Check whether other users in the same area can connect to the wireless network. 
C. Ping the Radio Ports that are closest to the user. If they respond, the problem must be on the 
user's end. 
D. Ping the Wireless Edge Services Module. If it responds, the problem has to be the user's 
wireless client or wireless NIC. 

Answer: B 
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QUESTION: 116 
You have used ProCurve Identity Driven Manager (IDM) to create user groups and dynamic VLAN 
policies. Now you are establishing a wireless network, and the Wireless Edge Service Module 
enforces these policies for wireless users. Wireless users who are members of the Finance 
department group complain that they can authenticate to the wireless network successfully but do not 
receive an IP address. What might be the problem? 

A. User accounts for the Finance group do not allow dial-in access. 
B. VLANs have not been enabled in the Wireless Module's WLAN settings. 
C. You have not enabled the Finance group in the ProCurve IDM configuration. 
D. The dynamic VLAN for the Finance group has not been tagged on the Wireless Module's 
uplink port. 

Answer: D 

QUESTION: 117
 
Click the Exhibit button.
 

You are helping a user who is having trouble connecting to a WLAN supported by a ProCurve AP 
530. You review the AP 530 event log and see that the status of the user's station as shown in the 
exhibit. What could be the problem? 

A. The station failed MAC authentication. 
B. The user failed 802.1X authentication. 
C. The station does not support the data rates required in the cell. 
D. The station uses open-key rather than shared-key authentication. 

Answer: B 

QUESTION: 118 
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You open the Wireless Edge Services Module (WESM) Alarm Log and notice that every 6 
seconds a station keeps associating and disassociating with a radio. What is a possible cause of this 
problem? 

A. The maximum station setting was reached. 
B. The station does not support the required WPA/WPA2 encryption protocol. 
C. The WLAN is configured for 802.1X with WPA/WPA2, but the WESM cannot communicate 
with the directory server. 
D. The user has entered the wrong key for Wired Equivalent Privacy (WEP) or Wi-Fi Protected 
Access (WPA) with preshared keys (WPA-PSK). 

Answer: D 

QUESTION: 119
 
Click the Exhibit button.
 

What is the status of the first station listed under Faculty-1? 

A. The station completed 802.11 association successfully but failed 802.11 authentication. 
B. The station completed supplemental authentication successfully but failed 802.11 
authentication. 
C. The station completed 802.11 association and 802.11 authentication successfully, but failed 
supplemental authentication. 
D. The station completed 802.11 association and supplemental authentication successfully, but an 
Access Control List (ACL) is preventing the station from sending traffic onto the network. 
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Answer: C 

QUESTION: 120
 
You can access your ProCurve AP 420 Command Line Interface (CLI) through a Telnet session.
 
However, you cannot access the AP 420 through the Web browser interface. What might be the
 
problem?
 

A. The AP's HTTP server has been manually disabled. 
B. The AP is using an invalid IP address or default gateway. 
C. The AP has been configured for the wrong management VLAN. 
D. The uplink switch requires 802.1X authentication, and the AP has the wrong credentials. 

Answer: A 
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