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QUESTION: 54 

Refer to the Exhibit. 

Exhibit: HP Comware switch configuration. [Comware] vlan 100 

[Comware-vlan100] quit [Comware] vlan 200 [Comware-vlan200] quit [Comware] 

interface g1/0/22 

[Comware-GigabitEthernet1/0/22] port link-type trunk 

[Comware-GigabitEthernet1/0/22] port trunk permit vlan 100 200 

[Comware-GigabitEthernet1/0/22] quit 

A network administrator configures the Comware switch, as shown in the exhibit. 

The network administrator then connects a cable from the Comware’s g1/0/22 

interface to port 5 on an HP ProVision switch. Which configuration will successfully 

establish connection for VLAN 1, 100, and 200 between the two switches? 

 

 

A. ProVision (config) # vlan 100 ProVision (config) # vlan 200 ProVision (config) # 

vlan 100 tagged 5 ProVision (config) # vlan 200 tagged 5 

B. ProVision (config) # vlan 100 ProVision (config) # vlan 200 

ProVision (config) # interface 5 tagged 100 200 

C. ProVision (config) # vlan 100 ProVision (config) # vlan 200 

ProVision (config) # interface 5 tagged 100 ProVision (config) # interface 5 tagged 

200 

D. ProVision (config) # vlan 100 200 ProVision (config) # vlan 100 200 tagged 5 

 

 

Answer: A 

 

 

QUESTION: 55 

Which HP solution delivers automated virtual machine orchestrator, automatic 

synchronization of network connectivity information, and visibility to performance 

of wired and wireless users? 

 

 

A. Unified Wired-WLAN modules and switches 

B. Intelligent Management Center (IMC) 

C. Virtual Connect FlexFabric 

D. Intelligent Resilient Framework 

 

 

Answer: B 

 

Reference:  

http://h17007.www1.hp.com/docs/mark/4AA3-4496ENW.pdf 

 

 

QUESTION: 56 

Which method of link aggregation do both HP ProVision and Comware switches 

support? 

 

http://h17007.www1.hp.com/docs/mark/4AA3-4496ENW.pdf


A. Static LACP 

B. Fast Ethernet 

C. Dynamic LACP 

D. Distributed Trunking 

 

 

Answer: A 

 

 

QUESTION: 57 

What is a valid reason to choose an 802.11a wireless implementation? 

 

 

A. It supports a large range (distance) from the AP at a given data speed 

B. It has fewer available channels than 802.11b/g, enabling easier deployment 

C. It has transmission speed higher than 802.11n 

D. It will not interface with an 802.11b/g installation. 

 

 

Answer: D 

 

 

QUESTION: 58 

A customer has an HP ProVision switch capable of Layer 3 forwarding: however, 

Layer 3 forwarding is disabled. The switch has an IP address in the management 

VLAN, where the default gateway is 10.1.1.1, which ProVision command should the 

network administrator use so the ProVision switch can access the Intelligent 

Management Center (IMC) server in a different VLAN? 

 

 

A. IP default-gateway 10.1.1.1 

B. IP route 0.0.0.0 255.255.255.255 10.1.1.1 

C. Default-route 10.1.1.1 

D. IP route 0.0.0.0.0.0.0.0 10.1.1.1 

 

 

Answer: D  

 

Explanation: 

A default route is a special static route that applies to all traffic. Typically, when the 

router receives a packet that it does not know how to forward, it drops it. A default 

route allows the router to forward all such packets toward the destination most likely 

to be able to route them. To configure a default route, enter a route to a destination 

address of all zeros with an all- zero subnet mask. The all-zero subnet mask indicates 

to the router that a packet’s IP address does not have to match any of the destination 

address bits in order for the route to be valid. Because the router always matches 

traffic to the most specific route, it will only use the default route for traffic that 

would otherwise be dropped. To configure the default route, move to the global 

configuration mode context and enter this command: 



Syntax: ip route 0.0.0.0 [0.0.0.0 | /0] <next hop A.B.C.D | forwarding interface ID> 

[<administrative distance>] 

The ProCurve Secure Router allows you to enter the default route in CIDR notation.  

 

Reference:  

ftp://ftp.hp.com/pub/networking/software/B-C11-Routing.pdf 

 

 

QUESTION: 59 

On an HP Comware switch, which view must an administrator access in order to 

execute the debug command? 

 

 

A. Manager 

B. Operator 

C. System 

D. User 

 

 

Answer: D 

 

 

QUESTION: 60 

An HP Provision switch has port A1 connected to port g1/0/1 of an HP Comware 

switch. The ProVision port has the following configuration: vlan 1 untag A1 vlan 10 

tag A1 vlan 20 tag A1 Which Comware configuration will allow the three VLANs to 

successfully pass traffic between the two switches? 

 

 

A. interface g1/0/1 port link-type trunk 

port trunk permit vlan 1 10 20 

B. interface g1/0/1 port trunk encapsulation dot1q port trunk native vlan 1 

port trunk permit vlan 1 10 20 

C. interface g1/0/1 port trunk port trunk 

permit auto-vlan 

D. interface g1/0/1 port trunk port trunk 

permit auto-vlan 

 

 

Answer: A 

 

 

QUESTION: 61 

When adding a new member to an existing IRF domain, which of the following must 

you perform first? 

 

 

A. Define the IRF priority. 

B. Create the IRF logical port. 



C. Define the IRF domain name. 

D. Define the IRF member number. 

 

 

Answer: D 

 

 

QUESTION: 62 

Which statement is true concerning spanning tree protocols and HP switches? 

 

 

A. ProVision switches use non-standard default cost values 

B. Comware switches have spanning tree enabled, by default 

C. ProVision switches, by default, auto-sense edge ports 

D. Comware switches use their serial number as the switch identifier in the bridge 

ID 

 

 

Answer: C 

 

 

QUESTION: 63 

What is the maximum number of active links supported between a device and HP 

ProVision switches when distributed trunking is used to connect the device to the 

ProVision switches? 

 

 

A. Two 

B. Four 

C. Six 

D. Eight 

 

 

Answer: A 

 

 

QUESTION: 64 

Which ProVision configuration includes 10.0.3.0/24, which represents VLAN 30 in 

OSPF area 0? 

 

 

A. vlan 30 ip ospf area 0 

B. vlan 30 area 0 

C. interface vlan 30 ip ospf area 0 

D. router ospf area 0 vlan 30 

 

 

Answer: A 
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