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A. MSM710 
B. MSM730 
C. MSM750 
D. MSM760 
E. MSM765zI 

Answer: E 

QUESTION: 93 
Which statements accurately describe how a wireless radio that operates at 2.4GHz 
differs from a radio that operates at 5GHz? (Select two.) 

A. The first radio’s range is longer. 
B. The first radio’s range is shorter. 
C. The first radio uses a longer wavelength. 
D. The first radio uses a shorter wavelength 
E. The first radio is less prone to interference from reflection. 

Answer: A, D 

QUESTION: 94 
A management station is accessing a switch’s Web browser interface using SSL. Place 
the steps in this process in the correct order. Not all boxes are used. 
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Answer: 
Pending. Please put your suggestions to terry@ 

QUESTION: 95 
A company uses 802.1X to authenticate all users on the network and to allow contract 
employees access to the network only during normal business hours. What is one 
approach for configuring this time restriction? 

A. Create a Contract Employees group in Active Directory and assign time restrictions to 
the group. 
B. Configure a time restriction policy and assign the user account for contract employee 
to the policy. 
C. Create a RADIUS server access policy that selects requests that match that user group 
and that time. 
D. Configure an access policy on the RADIUS server that associates a time restriction 
with usernames of the contract employees. 

Answer: C 

QUESTION: 96
 
Which type of WAN connection commonly uses Asynchronous Transfer Mode (ATM)
 
for the Layer 2 technology?
 

A. DSL 
B. E1 
C. ISDN 
D. T1 
E. Ethernet 

Answer: A 

QUESTION: 97 
You want to force network administrators to enter a password before they can open a CLI 
session with your HP ProCurve switch and alter its configuration. Which command 
should you enter? 

A. ProCurve Switch 8212z1 (config) # password manager 
B. ProCurve Switch 8212z1 (config) # password port-access 
C. ProCurve Switch 8212z1 (config) # password operator 
D. ProCurve Switch 8212z1 (config) # password administrator 
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Answer: A 

QUESTION: 98 
Which global configuration context CLI command enables you to access the 
configuration context for port 12 on an HP ProCurve Switch 2610? 

A. interface 12 
B. port 12 
C. vlan 12 
D. configure port 12 

Answer: A 

QUESTION: 99 
You must define a hostname on a ProCurve Switch 6200y1. What should the prompt 
look like when you enter the command? 

A. ProCurve 6200y1 (congig-12) # 
B. ProCurve 6200y1# 
C. ProCurve 6200y1> 
D. ProCurve 6200y1 (config) # 

Answer: D 

QUESTION: 100
 
What is the function of the DHCP snooping feature?
 

A. to verify that each device receives the correct dynamic IP address 
B. to relay DHCP requests for devices in one VLAN to a DHCP server in another VLAN 
C. to prevent DHCP-based DoS attacks on the network 
D. to gather information about the typical lease length of a dynamic IP address and other 
network utilization statistics 

Answer: C 
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