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 QUESTION: 44  

A switch receives a broadcast frame in VLAN 2 on link aggregation, trk1. How does the 

switch handle the broadcast?  

A. It floods it out all interfaces that are assigned to VLAN 2. including all links in Mel.  

B. It floods it out all interfaces that are assigned to VLAN 2. including one designated 

link in trk1.  

C. It floods it out all interfaces that are assigned to VLAN 2 except any interfaces 

assigned to trk1.  

D. It floods it out all interfaces that are assigned to VLAN 2. including all links in trk1 

except the link on which the broadcast arrived.  

Answer: A 

QUESTION: 45  

Refer to the exhibit. 

A network administrator enters these commands and misconfigures the link 

aggregations: Swicth-1(config)# trunk 1-2 trk1 1acp  

Swicth-1(config)# trunk 3-4 trk2 1acp Swicth-2(config)# trunk 1-2 trk1 1acp Swicth-

3(config)# trunk 1-2 trk1 1acp  



Which behavior does Switch-1 exhibit on its link aggregations?  

 

 

A. It uses LACP to dynamically detect that ports 1 and 3 belong in trk1 and ports 2 and 

4 belong in trk2.  

B. It blocks one or both ports in each link aggregation due to errors detected by LACP.  

C. It sends an SNMP probe to Switch-2 and Swrtch-3 to determine whether it needs to 

shut down any of these ports.  

D. It load shares traffic on both ports in each LACP link aggregation, which leads to 

loops and network disruption.  

 

 

Answer: B  

 

 

QUESTION: 46  

Refer to the exhibit.  

 

 
 

Switch-1 and Switch -2 have the Virtual Switching Framework (VSF) settings shown in 

the exhibits. The administrator then connects the switches together on the interfaces in 

the VSF link. The administrator first enables VSF on Switch-1 and confirms the reboot. 

After Switch-1 reboots, the administrator enables VSF on Switch-2 and confirms the 

reboot.  What happens?  

 

 

A. Switch-1 and Switch-2 form a VSF fabric, and Switch-1 becomes the commander.  

B. Switch-1 and Switch-2 fail to form a VSF fabric, and al interfaces on both switches 

remain up.  

C. Switch-1 and Switch-2 form a VSF fabric, and all interfaces on Switch-1 are 

disabled.  

D. Switch-1 and Switch-2 form a VSF fabric, and Switch-2 becomes the commander.  

 



Answer: C  

 

 

QUESTION: 47  

A network administrator wants to apply a critical PoE priority to any ArubaOS switch 

port that connects to an Aruba AR The priority should be applied dynamically based on 

LLDP messages received from the AP. Which step should the administrator take to meet 

this goal?  

 

 

A. Configure the PoE usage setting on all ports as class and make sure that Aruba APs 

are defined as Class 4 devices.  

B. Configure the PoE usage setting on all ports as tfdp.  

C. Enable LLDP MED TLV extensions on the switch port.  

D. Enable the default AP profile bound to the Aruba AP device type.  

 

 

Answer: D  

 

 

QUESTION: 48  

Refer to the exhibit.  

 

 
 

This exhibit shows the topology for a company campus LAN. Each access layer switch 

will be the default router for the devices connected to it. The company needs to permit 

the following:  



• Communications between devices in an subnets  

• Support for efficient traffic paths during normal operation and in situations in which a 

link fails  

• Fast failover if a link fails  

Which feature should the network administrator configure on the ArubaOS switches to 

support these requirements?  

 

 

A. MSTP  

B. RIP  

C. Static Routes  

D. OSPF  

 

 

Answer: A  

 

 

QUESTION: 49  

Refer to the exhibits .  

 

 
 



 
 

A network administrator has set up OSPF to enable communications between subnets 

10.1.4.0/24 and 10.1.8.0/24. Swffch-4 is not receiving a route to 10.1.4.0/24.  

What should the network administrator do to help fix this issue?  

 

 

A. Fix the router IDs on al switches so that they are valid.  

B. Enable OSPF on VLAN 4 on Switch-1.  

C. Configure Switch-1 with a better DR priority on VLANs 100 and 101.  

D. Verify that Switch-2 and Switch-3 are part of the backbone area.  

 

 

Answer: B  

 

 

QUESTION: 50  

Refer to the exhibit.  



 
 

The exhibit shows settings for a WLAN on an Aruba Instant cluster. To which VLAN is 

wireless user traffic assigned?  

 

 

A. to the VLAN defined for wireless users in Aruba AirWave  

B. to the default VLAN on switches connected to the Instant APs  

C. to the default VLAN defined in the System settings in the Instant UI  

D. to the untagged VLAN on switch ports connected to the Instant APs  

 

 

Answer: D  
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