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QUESTION: 119 
In JUNOS software, which type of encapsulation is required on a PE router for the CE-
facing interface in a Martini-based VPN? 

A. ATM 
B. CCC 
C. HDLC 
D. Ethernet 

Answer: B 

In a layer 2 VPN, Circuit Cross Connect (CCC) is used to map layer 2 circuits into an
 
MPLS LSP
 

QUESTION: 120
 
Which method of dynamic RP election is non-proprietary?
 

A. Auto-RP 
B. Static RP 
C. Bootstrap Protocol 
D. Pim Sparse-Dense mode 

Answer: C 

There are two methods for dynamic RP election. Auto-RP is a proprietary method 
developed by Cisco. Bootstrap router is a non-proprietary method. 

QUESTION: 121 
What is the correct configuration of Anycast RP on the loopback interface, assuming a 
shared anycast address of 10.1.1.1? 

A. [edit] 
interfaces { 
... 
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lo0 [
 
unit 0 {
 
family inet {
 
address 10.1.1.1/32
 
primary
 
address 169.144.10.1/32;
 
B. [edit]
 
interfaces {
 
... {
 
lo0{
 
unit 0 {
 
family inet {
 
address 10.1.1.1/32
 
preferred
 
address169.144.10.1/32;
 
C. [edit]
 
interfaces {
 
... lo0 {
 
unit 0 {
 
family inet {
 
address 169.144.10.1/32
 
primary
 
address10.1.1.1/32;
 
D. [edit]
 
interfaces {
 
...
 
lo0 {
 
unit 0 {
 
family inet {
 
address 169.144.10.1/32
 
preferred
 
address10.1.1.1/32;
 

Answer: C 

To ensure that the anycast address is not used as the router-id for the router, the keyword
 
primary should be configured on the "real" ip address for the loopback interface.
 

QUESTION: 122
 
How is a tie broken in Auto-RP?
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A. Lowest IP address 
B. Highest IP address 
C. Lowest MAC address 
D. Highest MAC address 

Answer: B 

When multiple routers advertise the same address range, the router with the highest IP
 
address is selected as the RP.
 

QUESTION: 123
 
What is the use of MSDP across multiple PIM domains?
 

A. It scopes multicast traffic. 
B. It prevents multicast routing loops. 
C. It advertises active multicast sources. 
D. It advertises RPs to all downstream routers. 

Answer: C 

MSDP allows an RP in one PIM domain to advertise knowledge of traffic sources to RP 
routers in the same or different domains. 

QUESTION: 124 
What methods are available to create separate multicast and unicast forwarding 
topologies on a Juniper Networks router? (Choose two) 

A. MBGP 
B. RIB groups 
C. Routing policy 
D. Firewall filters 

Answer: A, B 

61



JN0-303

A Juniper Networks router has the ability to use any operational routing table as the
 
multicast RPF table. JUNOS has set aside the inet.2 routing table for RPF usage, it only
 
needs to be populated with routing knowledge. One way to accomplish this is through a
 
RIB-group. The rib-group specifies into which table the particular routing source should
 
place its information. When using BGP, the routers must be configured for MBGP to
 
achieve separate unicast and multicast forwarding tables.
 

QUESTION: 125
 
How many strict-high priority forwarding classes can be applied to a given interface?
 

A. 1 
B. 2 
C. 3 
D. 4 

Answer: A 

On M-series and T-series platforms, you can configure one queue per interface to have 
strict-high priority, which works the same as high priority, but provides unlimited 
transmission bandwidth. As long as the queue with strict-high priority has traffic to send, 
it receives precedence over all other queues, except queues with high priority. Queues 
with strict-high and high priority take turns transmitting packets until the strict-high 
queue is empty, the high priority queues are empty, or the high priority queues run out of 
bandwidth credit. Only then can lower priority queues send traffic. 

QUESTION: 126 
What are three functions associated with JUNOS software class of service? (Choose 
three) 

A. Log incoming traffic. 
B. Classify incoming packets. 
C. Manage outbound bandwidth. 
D. Manage congestion by intelligently dropping traffic. 
E. Classify ATM QoS packets into a equivalent IP CoS environment. 

Answer: B, C, D 
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Class of service is used to classify incoming traffic based on pre-defined criteria,
 
manage outbound bandwidth by assigning priority and bandwidth to traffic queues, and
 
gives the ability to drop packets to manage congestion.
 

QUESTION: 127
 
In which two ways can you influence how downstream LSRs treat MPLS traffic?
 
(Choose two)
 

A. Use an EXP rewrite table. 
B. Use a DSCP rewrite table. 
C. Statically assign a CoS value to an LDP-signaled LSP. 
D. Statically assign a CoS value to an RSVP-signlated LSP. 

Answer: A, D 

QUESTION: 128
 
What are two characteristics of multi-filed classification? (Choose two)
 

A. Implemented with firewall filters. 
B. Typically configured on core routers. 
C. Typically configured on customer facing routers. 
D. Implemented with Behavior Aggregate (BA) classification. 

Answer: A, C 

A multi-field classifier is a method for classifying traffic flows that has the ability to
 
examine multiple fields in the packet for applying CoS settings. Within the JUNOS
 
software a firewall filter is used to implement an MF classifier. MF classifiers are
 
typically configured on customer facing routers to classify traffic as it is inserted into the
 
network.
 

QUESTION: 129
 
In JUNOS software, what is the purpose of the eui-64 command?
 

A. Automatically create the IS-IS NET ID. 
B. Dynamically create an MPLS router ID. 
C. Automatically assign the host number of an IPv6 address. 
D. Dynamically assign a MAC address to an Ethernet interface. 
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Answer: C 

On interfaces configured for IPv6, the command eui-64 automatically generates the host 
portion of the interface address. 

QUESTION: 130 
In JUNOS software, which three routing protocols can be used to route IPv6? (Choose 
three) 

A. IS-IS 
B. Static 
C. RIPv2 
D. OSPFv2 
E. MP-BGP 

Answer: A, B, E 

Routing protocols available for IPv6 are static routing, RIPNG, IS-IS, OSPFv3, and 
MBGP. 
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