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-- Exhibit -- 
Click the Exhibit button. 
You have created a new sign-in policy and informed users that they must now sign in 
to the URL https://agentless.mycompany.com to access their secure files. Users are 
reporting, however, that they are unable to sign in from that URL. Referring to the 
exhibit, what is causing this issue? 

A. The sign-in URLs are not in the correct order. 
B. The sign-in URL does not support local authentication. 
C. The authentication realm is not properly configured. 
D. Role-mapping rules have not yet been defined. 

Answer: A 

QUESTION: 217 
-- Exhibit– 

-- Exhibit -- 

Click the Exhibit button. 
You want to sign in as an administrative user to the Junos Pulse Access Control 
Service but are unable to do so. You have verified that your username and password 
are correct. Referring to the exhibit, what is causing this issue? 

A. You are not authorized to sign in as an administrator. 
B. You are not signing in to the correct sign-in URL. 
C. You are not logging in to the device at the correct time of day. 

QUESTION: 216 
-- Exhibit– 



D. You are not connecting to the authentication server. 
 
 
Answer: B 
 
 
QUESTION: 218 
-- Exhibit -- 
System is now ready. 
Press Enter to modify system settings. Welcome to the Juniper Networks Junos Pulse 
Secure Access Service Serial Console! Current version: 7.2R1 (build 20645) 
Rollback version: 7.1R1 (build 17675) Reset version: 7.1R1 (build 17675) Junos 
Pulse Secure Access Service 4.1R1 Junos Pulse Access Control Service 
Licensing Hardware ID.0284MNCXX0HC802NE Serial Number: 0 011000028 
Please choose from among the following options: 
1. Network Settings and Tools 
2. Create admin username and password 
3. Display log 
4. System Operations 
5. Toggle password protection for the console (Off) 
6. Create a Super Admin session. 
7. System Snapshot 
8. Reset allowed encryption strength for SSL 
9. Remote Debugging Choice: 
-- Exhibit -- 
You have purchased a MAG6611 with an SM160 card installed. You want to run the 
Junos Pulse Access Control Service. After completing the initial installation, you 
notice that the configuration options do not appear to be valid for access control. 
Referring to the exhibit, what would cause this problem? 
 
 
A. You have not installed the correct software package on the device. 
B. You have not installed the correct license on the device. 
C. You have not selected the correct factory-reset personality image. 
D. You have not yet configured any firewall enforcers. 
 
 
Answer: C 
 
 
QUESTION: 219 
-- Exhibit– 
 



 
 
 
-- Exhibit -- 
Click the Exhibit button. 
Referring to the exhibit, an administrator added the resource policy Others to allow 
only the Users role to have access to the server with IP address 10.189.4.97. 
However, this is not working as expected. Which configuration would help the 
administrator resolve this issue without affecting the rest of the behavior in the 
network? 
 
 
A. Modify the policy Others so that it only applies to Users and move it toward the 
top of the list. 
B. Move the policy Others toward the top of the list, before the policy Inventory. 
C. Modify the policy Others so that it only applies to role Users. 
D. Move the policy Others before the policy Deny-10.x. 
 
 
Answer: A 
 
 
QUESTION: 220 
Scenario: 
Set security policies from-zone USERS to-zone PCI policy Tunnel-Employees match 
source-address any set security policies from-zone USERS to-zone PCI policy 
Tunnel- Employees match destination-address any set security policies from-zone 
USERS to-zone PCI policy Tunnel-Employees match application any 
You work for a financial institution and are asked to secure traffic from authorized 
users that access PCI secure data over an IPsec tunnel using the Junos Pulse Access 
Control Service. You have completed the configuration shown in the exhibit. 
Which two additional configurations would accomplish your goal? (Choose two.) 
 
 
A. set security policies from-zone USERS to-zone PCI policy Tunnel-Employees 
then permit tunnel PCI-VPN 
B. set security policies from-zone USERS to-zone PCI policy Tunnel-Employees then 
permit tunnel ipsec-vpn PCI-VPN 
C. set security policies from-zone USERS to-zone PCI policy Tunnel-Employees then 
permit uac-policy 
D. set security policies from-zone USERS to-zone PCI policy Tunnel-Employees 
then permit application-services uac-policy 



Answer: B, D 
 
 
QUESTION: 221 
-- Exhibit– 
 

 
 
-- Exhibit -- 
Click the Exhibit button. 
An administrator wants to configure a new SRX3600 as an enforcer. The connectivity 
between the Junos Pulse Gateway and the firewall is not established, as shown in the 
exhibit. Which step would correct this problem? 
 
 
A. Ensure that the SRX3600 has been configured with the correct IP address of the 
Junos Pulse Gateway. 
B. Retype the password in the Junos Pulse Gateway and the SRX3600. 
C. Enable SSH access in the firewall interface that connects to the Junos Pulse 
Gateway. 
D. Load the CA certificate into the SRX3600 and commit the configuration. 
 
 
Answer: A 
 
 
QUESTION: 222 
-- Exhibit -- 
[edit] 
user@srx> show services unified-access-control status Host Address Port Interface 
State 
IC 11123 ge-0/0/0.0 connecting 
-- Exhibit -- 
You have connected a newly installed SRX Series firewall enforcer to your SM160 
and the firewall enforcer has remained in the state shown in the exhibit for several 
hours. Which action would help resolve the issue? 
 
 
A. Verify that ike is an enabled system service for host-inbound traffic on the SRX 
interface or zone connected to the SM160. 



B. Verify that ssl is an enabled system service for host-inbound traffic on the SRX 
interface 
or zone connected to the SM160. 
C. Verify bidirectional routing between the SRX Series device and the SM160. 
D. Verify that you can open an SSH session between the SRX Series device and the 
SM160. 
 
 
Answer: C 
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