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QUESTION: 60  

Click the Exhibit. 

You are receiving the same route prefix from four EBGP neighbors. 

Based on the information provided in the exhibit, which route will be selected? 

A. Route 4 

B. Route 1 

C. Route 2 

D. Route 3 

Answer: D 

QUESTION: 61 

Click the Exhibit. 



 
 

You have just configured a GRE tunnel, but you notice that the GRE tunnel is flapping. 

Referring to the exhibit, which two would you take to solve this problem? (Choose 

two.) 

 

 

A. Add a specific static route to the local peer’s network with the remote 

devices’loopback address as the next-hop gateway. 

B. Add a specific route to the remote device’s loopback address with the next-hop 

device defined as the next-hop gateway. 

C. Set the GRE interface with a larger TTL value. 

D. Remove the existing 192.168.2.0/30 static route.  

 

 

Answer: B, D 

 

 

QUESTION: 62  

Click the Exhibit. 

 



 
 

The router with the configuration shown in the exhibit has two interfaces, both of which 

are operational and can pass traffic. These interfaces are connected to two different 

routers, both of which are configured for OSPF area 0.0.0.1. The router has received 

LSAs and can now send traffic into the backbone area. 

Which two statements are correct? (Choose two.) 

 

 

A. The router is an ASBR. 

B. The router has only a single OSPF adjacency. 

C. The router is an ABR. 

D. The router has two OSPF adjacencies.  

 

 

Answer: B, C 

 

 

QUESTION: 63  

Click the exhibit. 

 



 
 

You are asked to enable a new BGP connection on R1, which has an existing IPv4 

peering with R2. The new peering with R3 will use IPv6. Referring to the exhibit, 

which two steps are required to enable the new IPv6 peering? (Choose two.) 

 

 

A. Configure an IPv6 address on the appropriate interface. 

B. Configure the rib inet6.0 statement under the BGP group. 

C. Configure an IPv6 neighbor address under the BGP group. 

D. Configure an IPv6 local address under the BGP group.  

 

 

Answer: A, C 

 

 

QUESTION: 64  

Click the Exhibit. 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

Referring to the exhibit, which statement is correct about MVRP? 

 

 

A. AS1’s VLAN ID list is missing an entry for VLAN 300. 

B. ES2 is not interested in VLAN 300. 

C. AS1 is not allowing ES2 access to VLAN 300. 

D. ES1 is not advertising VLAN 300 to AS1.  

 

 

Answer: B 

 

 

QUESTION: 65 

What is the correct simplification of the 

2001:0000:0000:0234F:0000:CBFF:5CA1:A001 IPv6 address? 

 

 

A. 2001::234F:0 :CBFF:5CA1:A001  

B. 2001:0:0:234F:0:CBFF:5CA1:A1 

C. 2001::234F:CBFF:5CA1:A001  

D. 2001::234F::CBFF:5CA1:A001 

 

 

Answer: A 
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