
JN0-662
Juniper

Service Provider Routing and Switching, Professional 
(JNCIP-SP)

http://killexams.com/exam-detail/JN0-662



QUESTION: 60 
How does Juniper Networks use selective BGP route damping to help stabilize the 
network? 
 
 
A. The damping decay half-life holds down peer links for a defined measure of time to 
prevent route table reconvergence. 
B. The damping max-suppress timer is set to the lowest possible value by default. 
C. The figure-of-merit value measures route stability by advertisement and withdrawal. 
D. Aggressive IGP hold timers prevent the routes from entering and exiting the BGP 
route selection process. 
 
 
Answer: C 
 
 
QUESTION: 61 
Which two protocols are available in the Junos OS for the data plane encapsulation of 
EVPN traffic? (Choose two.) 
 
 
A. MPLS 
B. IPsec 
C. VXLAN 
D. GRE  
 
 
Answer: A, C 
 
 
QUESTION: 62 
Click the Exhibit button. 
 



 
 
Referring to the exhibit, what information must be acquired about AS65200's 
configuration for AS65100 to build an interprovider VPN between PE1 to PE2? 
 
 
A. the route-distinguisher of PE2 and the loopback of PE2 
B. the route-distinguisher of PE2 and the loopback of ASBR2 
C. the route-target used for CE-A2 and the loopback of PE2 
D. the route-target used for CE-A2 and the loopback of ASBR2 
 
 
Answer: C 
 
 
QUESTION: 63 
You are currently running BGP-based VPLS and Layer 3 VPNs. You are asked to 
consolidate the services and deploy EVPN to replace the VPLS and Layer 3 VPN 
deployments. Which two EVPN route types will achieve this goal? (Choose two.) 
 
 
A. Type 5 
B. Type 4 
C. Type 2 
D. Type 7  
 
 
Answer: A, C 
 
 
QUESTION: 64 
Click the Exhibit button. 
 



 
 
Referring to the topology shown in the exhibit, where will the attached bit be set? 
 
 
A. R4's level 1 database 
B. R4's level 2 database 
C. R3's level 1 database 
D. R3's level 2 database  
 
 
Answer: C 
 
 
QUESTION: 65 
Click the Exhibit button. 
 



 
 
BGP routes received on R5 are redistributed into the IS-IS network. You want the 
redistributed routes to be present in Area 49.0001. 
Referring to the exhibit, how would this task be accomplished? 
 
 
A. Configure the set protocols isis ignore-attached-bit parameter on router R5. 
B. Configure the set protocols isis ignore-attached-bit parameter on routers R3 and R4. 
C. Configure the set protocols isis level 2 wide-metrics-only parameter on routers R3 
and R4. 
D. Configure the set protocols isis level 1 wide-metrics-only parameter on router R5.  
 
 
Answer: D 
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