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Question: 69

What are three benefits of EVPN that would improve the current E-line, E-LAN, and E-Tree delivery? (Choose three.)
A . integrated L2/L3 connectivity
B . greater Multiprotocol Label Switching scale
C . network resiliency between edge nodes
D . native support for multihoming
E . efficient security provisioning

Answer: ABD

Question: 70

Which protocol is used between VCF member devices to create a loop-free topology?
A . LLDP
B . RSTP
C . VCCP
D . MSTP

Answer: C

Question: 71

You are deploying MC-LAG as shown in the exhibit.

Which statement is correct when using active/standby mode?
A . VCCP is used to exchange MAC addresses between MC-LAG peers.
B . All traffic from Server A to Host 1 will traverse the link between Server A and ex2.
C . A spanning tree protocol should be used to avoid Layer 2 loops between Server A and both switches.
D . Only ICCP control traffic is allowed through the ICL-PL connection.

Answer: D

Question: 72



You have configured a DHCP server for ZTP as shown in the exhibit.

Your network contains EX2200 and QFX5100 devices, however, only the EX2200s are receiving the baseline
configuration file. You want to ensure that all of the switches in your network receive the baseline configuration file.

Which actions will satisfy this requirement?
A . Remove the ignore client-updates statement.
B . Change the 150 suboption to reference the MAC address.
C . Use FTP instead of TFTP for the transfer protocol.
D . Reference all the switch models in the file where necessary.

Answer: D

Question: 73

What are two valid types of VXLAN signaling? (Choose two.)
A . RSTP
B . PIM
C . EVPN
D . RSVP

Answer: CD

Question: 74

The exhibit shows an output from a QFX5100 Series switch serving as an MC-LAG peer.



Which two statements are true in this scenario? (Choose two.)
A . ae0.0 is functioning as an IC
C . et-0/0/51.0 is a standalone link and not part of an MC-AE bundle.
D . ae1.0 is functioning as an IC
F . et-0/0/51.0 is a member link of qfx5100-1 within an MC-AE bundle.

Answer: AB

Question: 75

You are implementing a Virtual Chassis using QFX5100s and EX4300s in your data center.

In this scenario, which three hardware capabilities are affected? (Choose three.)
A . MAC table size
B . maximum number of firewall filters
C . usable VCP connections limited to 10GbE
D . number of usable ports per member
E . number of supported routing instances

Answer: ABE

Question: 76

A customer notices that all traffic is traveling over a single link within their partially meshed IP Fabric using IBGP.
While troubleshooting, the customer notices that the configuration is missing a configuration parameter.

Which parameter would the customer use to solve this problem?
A . add-path
B . accept-remote-nexthop
C . advertise-peer-as
D . multihop

Answer: A

Question: 77

You are asked to design a deployment plan for a large number of QFX Series switches using zero touch provisioning



(ZTP). The ZTP deployment plan must ensure all switches are upgraded to the desired software version.

Which DHCP option are suboption combination would be used to accomplish this task?
A . DHCP options 66 with a supoption of 03
B . DHCP options 43 with a supoption of 03
C . DHCP options 43 with a supoption of 00
D . DHCP options 66 with a supoption of 00

Answer: C

Question: 78

Your server administrator asks you to preserve the inner VLAN tags of the frames coming from a Layer 2 VXLAN
Gateway of the EVPN-enabled segment.

Which two parameters must you add to the configuration to allow the VLAN tag to be passed? (Choose two.)
A . decapsulate-accept-inner-vlan
B . encapsulate-inner-vlan
C . layer2-protocol-tunneling
D . dotlq-tunneling

Answer: AB

Question: 79

You are building an EVPN Data Center Interconnect. You must support multiple VLANs in a single EVPN instance.

Which parameter provides this functionality?
A . instance-type evpn
B . instance-type no-forwarding
C . instance-type 12vpn
D . instance-type virtual-switch

Answer: A

Question: 80

Which two options are network consideration for common VXLAN deployment? (Choose two.)
A . MTU size in the transport network
B . consistent VLAN-to-VN-Segment mapping
C . placement of VXLAN tunnel endpoints
D . multicast group scaling
E . consistent VNI-to-group mapping

Answer: BE
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