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following devices?  

  

 

A. Corporate Firewall  

B. Application Data Monitor (ADM)  

C. Event Receiver (ERC)  

D. Nitro IPS  

  

 

Answer: D  

  

  

QUESTION: 60  

The ESM supports five Authentication methods. The default login option uses the 

standard Username and Password format. Which of the following are the other four 

methods available?  

  

 

A. RADIUS, TACACS+, Active Directory, LDAP.  

B. Active Directory, NTLM, TACACS+, LDAP.  

C. LDAP, Active Directory, RADIUS, CAC.  

D. CAC, LDAP, RADIUS,TACACS+.  

  

 

Answer: C  

  

  

QUESTION: 61  

If the maximum size for the Policy Change History log is reached, which of the following 

happens to new entries?  

  

 

A. No new entries are added to the log.  

B. A new log file is created and the old one is archived.  

C. The oldest entries will be deleted to make way for the new entries.  

D. The newest entries will be buffered until an Administrator creates a new log file.  

  

 

Answer: C  

  

  

QUESTION: 62  

In the context of McAfee SIEM, the local protected network address space is a va riable 

referred to as.  

 

 

A.TRUSTED_NET  

B. INTERNAL_NET  



C. EXTERNAL_NET  

D. HOME_NET  

  

 

Answer: D  

  

  

QUESTION: 63  

Which of the following ports is the correct choice for use when configuring the database 

properties of a McAfee Network Security Platform (NSP) Device Data Source?  

  

 

A. 1433  

B. 5432  

C. 9001  

D. 3306  

  

 

Answer: D  

  

  

QUESTION: 64  

Which of the following is the minimum number of CPUs required to build a virtual image 

Enterprise Security Manager (ESM)?  

  

 

A. Two units  

B. Four units  

C. Six units  

D. Eight units  

  

 

Answer: D  

  

  

QUESTION: 65  

Which options within the Receiver properties should be selected to configure the device to 

respond to ICMP echo requests?  

  

 

A. Receiver Management A Update Device  

B. Receiver Configuration\lnterface  

C. Connedion\Status  

D. Key Management Key Device  

  

 

Answer: B  

  



  

QUESTION: 66  

What Firewall component is natively used by the McAfee SIEM appliances to protect the 

appliances from unauthorized communications?  

  

 

A. lP tables  

B. McAfee Host Intrusion Prevention System (HIPS]  

C. Linux Firewall  

D. Access Control List (ACL)  

  

 

Answer: B  

 

 




